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Serial to Ethernet module

(USR-TCP232-T, USR-TCP232-2)
(USR-TCP232-S, USR-TCP232-D)
(USR-TCP232-24, USR-TCP232-200)
(USR-TCP232-300, USR-TCP232-442)

File version: V3.0

The USR-TCP232-T24 series is data transparent transmission equipment for convert TCP or UDP
socket data to RS232 or RS485 or RS422, easy to use, small size, low power, powered by ARM processors,
high speed , high Stability.

Our concept: simple functions, stable performance, reasonable price.

Jinan USR I0T Technology Limited works on LAN and WAN and wireless for MCU to Ethernet Solutions,

Ethernet, WIFI, GPRS, Zigbee and Wireless modules, we can supply custom design for those usage, looking
forward to cooperate with you.
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1. Product introduce

1.1 Introduction

USR-TCP232-T24 series is used to TCP network packet or UDP packet with the microcontroller /
RS232/RS485/RS422 interface data transparent transmission equipment. The product is equipped with ARM
processors, high speed, high stability. Module class of compact size, low power consumption; server refined
aluminum metal shell, compression, anti-drop, anti-interference performance.

USR-TCP232-T244 series is more functional embedded Ethernet serial port data conversion products, it
has built-in TCP/IP protocol stack, the user can use it easily to complete embedded devices network function,
save manpower material resources and development time, make our products faster to market, enhance
competitiveness.

There is 10/100M auto detected RJ45 interface, serial communication baud rate up to 230.4Kbps, can
work at TCP Server, TCP Client, UDP and UDP server mode, setup easily via series or RJ45.

1.2 Function Features

100M high speed Ethernet card, 10/100M auto detect interface;

support AUTO MDI/MDIX, Can use a crossover cable or parallel cable connection;

RS232 bound rate can set up from 300 to 256000;

RS485 bound rate can set up from 300 to 115200;

Work mode TCP Server, TCP Client, UDP, UDP Server;

Working model related parameters can be set via a serial port or network;

3.3V and 5V TTL level compatible (module products);

Virtual serial port supported;

Unique heartbeat package mechanism to ensure that the connection is reliable, put an end to connect
feign death;

across the gateway, across switches, routers;

Can work in LAN, also can work on the Internet (external network);

B Transmission distance: RS232 - 15 meters, RS485 - 1000 meters, cable 200 meters (after the switches
together through the Internet, no distance limit).

1.3 Product Features

32 bits ARM CPU inside;

LAN : 10/100Mbps; protect: Built-2KV isolated electromagnetic;

serial port baud rate: from 2400 to 256 KBPS can be set up, and up to 3 MBPS;
network protocol: ETHERNET ARP IP UDP TCP ICMP;

Software tool: configuration software, TCP/UDP test soft, RS232 debug soft;
Configuration method: RS232 or via Ethernet, free software available;
Operating temperature: -25~75°C;

Save the environment: -40~85°C, 5~95%RH.
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1.4 Applications Area

Serial device server module for connecting serial industrial automation equipment such as PLC, sensors,
meters, motors, drives, bar code readers and displays and design.

Serial server module is widely used in attendance, access control systems, Canteen machines, POS
systems, building control, fire control, the banking system, engine room monitoring, UPS monitoring, power,
oil, environmental monitoring, industrial applications and other areas.

T24 Series products are suitable for internal LAN users in a simple to use, for complex network
environments such as the Internet, a camera, a large group networks, fiber to Ethernet, etc., it is
recommended to use E45 series.

1.5 Order information

P | Network port Pack T
Model number ower supply Interface erwork po ackage Type
DC 10/100Mbps (Module products)
PHY chi k Hol
USR-TCP232-S | 3.3V TTL PHY chip networ Stamp Flole
interface Package
Take 2k i Pi k DIP
USR-TCP232-T | 5V/3.3V TTL Take 2kv magnetic in package
isolation RJ45 package)
With 1.5KV PHY signal ,
} Pin package
USR-TCP232-D 5V/3.3V TTL of electromagnetic
. (DIP package)
separation
B USB/5V Take 2 k i
USR-TCP232-2 USB/S Rs232 | |aKe 2 kvmagnetic
terminal isolation RJ45
V Take 2 k i
USR-TCP232-200 | OV POWe™ | Repsp | Take 2 kv magnetic
adapter/terminal isolation RJ45
5V power RS232/R | Take 2 kv magnetic
USR-TCP232-24 . . .
adapter/terminal | S485 isolation RJ45
5V power RS232/R | Take 2 kv magnetic
USR-TCP232-300 i ) i
adapter/terminal | S485 isolation RJ45
5V power RS485/R | Take 2 kv magnetic
USR-TCP232-442 . . .
adapter/terminal | S422 isolation RJ45

Model Description: USR is our brand, TCP232 that TCPIP to serial module product, 2/4/T that serial-side
level in the form.
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2. Hardware Description

2.1 USR-TCP232-S

USR-TCP232-S Model Stamp Hole Package TTL
serial port level, the PHY signal, the small size of the
TCPIP serial protocol module.

o
7}
]
Qo

Il
o
o
(5
=
|
@
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=)

2.1.1 Technical Specifications

Major characteristic | Parameter

Package Type Stamp hole encapsulation (SMD encapsulation)

Schematic diagram

i See the CD library file
and PCB library

VCC: 3.3 V DC typical values, minimum 3.15, the biggest 3.45 V,

Power Supply ] )
suitable for 3.3 V microcontroller system
Serial port level TTL level
Network interface PHY signal
Physical Size: PCB size: 33*20mm (L*W)

Operating temperature: -25to 75 ° C
Storage temperature: -40t0 80 ° C
Storage humidity: 5% to 95% RH

Warranty period 2 years

Temperature and
humidity range
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2.1.2 Hardware Description

2.1.21 Pin Description

No. | Pin Function Descriptions

1 GND Signal ground GND
Pin received 200ms low to reset the whole module.

If you do not use, can be suspended.

2 | RST RESET Note: The module is powered automatic reset, it is
recommended that connect the MCU 10 port, reset the MCU
control module in a particular case.

This pin to ground to the module power module can be

3 ISP Update pin upgraded.

If you do not use, can be suspended.

4 RXD Module data is Data receiving end of the module, TTL level 5V or 3.3V

received microcontroller

5 TXD Module data Data transmission end of the module, TTL level can be

transmission connected to 5V or 3.3V microcontroller

6 CFG Low, you can use the serial port module configuration.

Serial ports Normal working hours left floating or tied HIGH.
Configuration pins Note: give the power module, and then pulled down the CFG
pin to enter the serial configuration state.

7 LD2 Network data Network data indicator LED connected to VCC, without the

instructions current limiting resistance (module existing)

8 LD1 Network connection Network connection status indicator LED connected to VCC,

status indicator without the current limiting resistor (module already)

9 . PHY chip PHY chip to control the voltage output, access networks

Output voltage transformer center tap

10 | RX+ Received signal + Receive Data+

11 | RX- Received signal - Receive Data-

12 | TX+ Transceiver Data+ Transceiver Data+

13 | TX- Transceiver Data- Transceiver Data-

14 | RTS the alternate pin Can be used as RS485 enable pin

15 | CTS the alternate pin Can be used as a network connection status indicator pin

16 | VCC Power supply Power supply: 3.3V @ 200mA

Jinan USR 10T Technology Limited
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2.1.22 Mechanical Dimensions

Unit: mm

- ——————

S USR-TCP232-5

pressesy —

22|
£.112 2. 9%
33 >1

Y
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2.1.23 Connection Diagram

YEC

—
© & L0

»

4 L ®
Data Link

TXD RXD

RXD TXD
M C U eno GND
B AVRPIC ARM USR-TCP232-S

network
transformernction RJ4j

USR-TCP232-S+RJ45 of built-in network transformer:

To MCU
N
= 33
C1]|10uF
1 n HRO11105A
C2]| 100aF - .
M
Ul
;— GND vce —1-2 Y
N2 RsT CTS
N\ 3 ~ : 4 .
7 ISP RTS TR
——————— 1ED2 R+ f——-e |
IEDL 8 | [ AVDD 9 _AVDD 0|
USR-TCP232-5
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USR-TCP232-S+RJ45 of built-in network transformer:

oo
To MCU
N
— V3
C1| | 10uF
I 11
C2| | 100nF 3vi 9 T
I LEDI10 | |
m '
Ul -+ 1 |[pe=p——g 16 \TX: TX= 1 [EEIsaErT
[ D 3 | | 4 T 4 s |
2 3 = 15 TX- 2 4
1 3 avop[ 7 |X I LI
>— GND  vee |—E s =—{cr cr Ne——
T BST CIS — 3 RD——§ | ED* RX+ - -
ISP RTS = RD- RX- NC——
E! 3 1D 3
= RXD by = NC——
S [ | 12 TD H1102
§ | g rx. | 1L RD-
TEDZ 70 (S ol| A0 RDs R4 3v3 12 | [,
< 7 R |75 7
LED1 3 1EDI AVDD 9 AVDD RLEDZ11 -
RI45
USR-TCP232-8 C3
1000pF/ 2KV
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2.2 USR-TCP232-T

USR-TCP232-T Model pin package, TTL serial port
level, of 2KV electromagnetic isolation RJ45 interface, smal
size TCPIP serial protocol module.

2.2.1 Technical Specifications

Major characteristic Parameter

Package Type Pin type package (DIP package)

Schematic diagram and

See the CD library fi
PCB library ee e L tbrary e

The module adopts double power supply interfaces, either is ok.
VCC: 3.3 V DC typical values, minimum 3.15, the biggest 3.45 V,
Power Supply suitable for 3.3 V microcontroller system

VDD: 5 V DC typical values, minimum 4.5, the biggest 5.5V,
suitable for 5 V microcontroller system

Working current 150 mA, the maximum 200 mA
Serial port level TTL level
Network interface PHY signal

PCB size: 50.5*22.6mm (L*W)
Module size: 55*23*23mm (L*W*H)
Operating temperature: -25to 75 ° C
Storage temperature: -40 to 80 ° C
Storage humidity: 5% to 95% RH

Physical Size:

Temperature and
humidity range

Warranty period 2 years
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2.2.2 Hardware Description

2.2.21 Pin description

Pin Name Description

VDD Power 1 4.5~5.5V

VCC Power 2 3.3V

GND GND Power and Communications Ground
RST Reset pin 200ms GND reset the module

TXD UART transmission pin | 5v tolerance

RXD UART receive pin 5v tolerance

http://en.usr.cn

- @ @ @ o
Module in the upper left four spare pins from i e Ik
right to left: -
Pin Name Description

1:EN EN alternate pin RS485 enable pin

2: LINK LINK alternate pin Network connectivity status indicator pin
This pin to ground to the module power

3: ISP Update pin 's pin fo gro Hie pow
module can be upgraded.

Jinan USR 10T Technology Limited
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2.2.22 LED status

There are two leds in RJ45 connector, one is green, and the other is yellow.

LED Name Description

green Link state Light when 100Mbps network linked

yellow | Data transfer Blink when there is data in or out

2.2.23 Mechanical Dimensions

Unit: mm

55.22 =
50. 47 >

-
/

= USR-TCP232-T

22,61
20. 32

—H|eo o0 0 0 8
I(—16 00

Yo

15.72

-l
N

2.2.24 Connection Diagram

( 1l
GND GND Tx+

TXD RXD D
MCURXD TXD Rx* o3
USR-TCP232-T R o

51,AVR,PIC,ARM RS232 to Ethernet

J0A
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2.3 USR-TCP232-D

USR-TCP232-D models to pin package, TTL serial
port level, 1.5KV electromagnetic isolation PHY signal,
small size, TCPIP compatible weeks meritorious product
serial protocol module.

2.3.1 Technical Specifications

Major characteristic Parameter

Package Type Pin type package (DIP package)

Schematic diagram and

See the CD library fi
PCB library ee the L fbrary Tie

The module adopts double power supply interfaces, either is ok.
VCC: 3.3 V DC typical values, minimum 3.15, the biggest 3.45V,
Power Supply suitable for 3.3 V microcontroller system

VDD: 5 V DC typical values, minimum 4.5, the biggest 5.5V,
suitable for 5 V microcontroller system

Serial port level TTL level
Network interface PHY signal with 1.5KV Ethernet signal
Characteristic Pin compatible ZLG products

PCB size: 44*32mm (L*W)

Module size: 44*32*15.4mm (L*W*H)
Operating temperature: -25t0 75 ° C
Storage temperature: -40 t0 80 ° C
Storage humidity: 5% to 95% RH

Physical Size:

Temperature and
humidity range

Warranty period 2 years
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2.3.2 Hardware Description

2.3.21 Pin Description

Pin Name Description Pin Name Description

1 TX+ Transceiver Data+ A breach here

2 TX- Transceiver Data- 23 NC

3 RX+ To RJ45 Pin3 22 NC

4 RX- To RJ45 Pin6 21 NC

5 Data_LED Link to yellow Led and | 20 NC
through a resistance to
VCC

6 TXD Transmit data 19 NC

7 RXD Receive data 18 ISP For Update

8 RTS RS485 enable pin 17 NC

9 CFG Config enable port for | 16 3.3V DC3.3V input and5V use
RS232 Config 1 is ok.

10 RST Reset pin, 200ms low | 15 LINK Link to green Led and
for reset Through a resistance to

VCC
11 GND To GND 14 5V DC5V input@200mA
12 GND To GND 13 5V DC5V input@200mA

2.3.22 LED status

USR-TCP232-D Red LED, If the indicator is energized, the module power input is correct.
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2.3.23 Mechanical Dimensions

Unit: mm
| ] 1 Ethernet T+ 23
[ ] Ethermet Tx- NG| @
@ Ethermet R+ NG| @
L\iﬂ;". Ethermet RX- NG @
L e oy
5 @ R¥D USR-TCPZSZ-D 150 | @
e @ N e @
L CFG 2.3v | @
] nRST Link | @
] GND 5 | @
LS—--. GND 5 |@
D +
or' 1
1.80p05
44, 45
2.3.24 Connection Diagram
L1
LD @ Loolignt
(] 1K Resistance
- - L

Data Link

TXD RXD

RXD TXD

GND GND

MCU USR —1CP232-D
STAVRFIC ARN
RIS
\- i l J | j— J— J
= = i

Note: Isolation transformer has been on this module, so you need not to add Isolation transformer in
your RJ45 port.
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2.4 USR-TCP232-2

USR-TCP232-2 Model is RS232 level, 2KV electromagnetic isolation RJ45 connector, 5.5 * 2.1 standard
power supply or terminal power supply serial server.

2.4.1 Technical Specifications

Major characteristic Parameter

Power Supply DC5V@1A power adapter

Serial port level RS232

Network interface RJ45 ports with 2KV electromagnetic isolation

PCB size: 67.3*34mm(L*W)

Product size: 86.6x34x25mm (L*W*H)
Operating temperature: -25t0 75 ° C
Storage temperature: -40t0 80 ° C
Storage humidity: 5% to 95% RH

Physical Size:

Temperature and
humidity range

Warranty period 2 years
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2.4.2 Hardware Description
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2.4.21 Pin Description

There are two leds in RJ45 connector, one is green, and the other is yellow. And 1 power led.

LED Name Description
red Power Light When Power on
green Link state Light when 100Mbps network linked
yellow | Data transfer Blink when there is data in or out

2.4.22 Interface Description

Power interface

DC5V power supply, you can make 5.5 * 2.1 standard power supply or 3.81mm pitch terminal blocks, the
default state is 5.5 * 2.1 standard power supply, power input with TVS protection products.

RS232 interface

RS232 use 9 pin female (hole), only 3 pins in use, others are NC, the detail is below.

4321
O(..... O

GND
RXD
XD

ID Mark Description

2 TXD RS232 Send of module

3 RXD RS232 Receive of module
5 GND Ground

We can offer two kinds of serial cables, if needed, please choose to buy:

Male to Female direct serial cable: connect serial server and the computer directly to debugging and
Testing.

Male to Male and Cross Pin2 and Pin3 serial cable: used to connect RS232 serial port server and
general user equipment.
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Note: You can DB9-9 feet supply. The PCB pads jumper need it with the power input a positive
connection for the serial sensor supply via the serial line or external power to the device is not turned on by
default.

RJ45 internet interface

Auto detected 10M/100M RJ45 interface, support AUTO MDI/MDIX, that is to say you can use crossover
cable or a straight cable to connect it to PC for test.

Pin Name Description

1 TX+ Transceiver Data+
2 TX- Transceiver Data-
3 RX+ Receive Data+

4 n/c Not connected

5 n/c Not connected

6 RX- Receive Data-

7 n/c Not connected

8 n/c Not connected

2.4.23 Jumper usage Mechanical Dimensions

o o[ e
D=3MH ixing hole
. V. 5.5 (g o) —
rrq-_—V CFG 6ND UpnFconﬁguratmn pm) .
o °
@
(5]
RS232 @ ; : =)
’K e ]
O &
I . ® .
o ®| USR-TCP232-2 V2.0
- | g,
- S\Jnrer Supply
Cink,EN,RS23 I D
B . spare port . "
s !
RS232 XXX 3
y Link EN RXDTXD GND g)
16—
< 60
< 69. 3 =

There are three jumpers and one Welding hole:
UPD: Update jumper, connect it and then power on the module to make module into update mode.

tec@usr.cn
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CFG: configuration jumper, when use RS232 for configuration, connect it to configuration mode ,and
leave it free to go work mode.
Notice: CFG is needed only When config via RS232, when config via RJ45, it is no use.

2.5 USR-TCP232-200

USR-TCP232-200 Model RS232 level, the 2KV electromagnetic isolation RJ45 interface, 5.5 * 2.1
standard power supply or terminal power supply serial server.

2.5.1 Technical Specifications

Major characteristic Parameter

Power Supply DC5V@1A power adapter

Serial port level RS232

Network interface RJ45 ports with 2KV electromagnetic isolation

PCB size: 60*40mm(L*W)

Product size: 70x40x25mm (L*W*H)
Operating temperature: -25to 75 ° C
Storage temperature: -40t0 80 ° C
Storage humidity: 5% to 95% RH

Warranty period 2 years

Physical Size:

Temperature and
humidity range
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2.5.2 Hardware Description

2.5.21 Pin Description

There are two leds in RJ45 connector, one is green, and the other is yellow. And 1 power led.

LED Name Description
red Power Light When Power on
green Link state Light when 100Mbps network linked
yellow | Data transfer Blink when there is data in or out

2.5.22 Interface Description

Power interface

DC5V power supply, you can make 5.5 * 2.1 standard power supply or 3.81mm pitch terminal blocks,
the default state is 5.5 * 2.1 standard power supply, power input with TVS protection products.

RS232 interface The same as USR-TCP232-2.

RJ45 interface The same as USR-TCP232-2.
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2.5.23 Jumper usage Mechanical Dimensions

y m 5 5 h—“’”‘@

) v (?FG;‘U?D '
& CFG GND UPD E configuration pin ) . RJ45
. Eth;@

L @
& ® F
o ® o
Ra232 p @ ® @
K ® & [ . ®
2 ® =
b : USR-TCP232-2 U2. O__€_+
B spare port e 3upp| *
spare port \O
RS232 [0 @ 6 olm] l;| DC: 5V $>

. Link ENRXDTXD GND

< 60
< 63. 3 >

There are three jumpers and one Welding hole:
UPD: Update jumper, connect it and then power on the module to make module into update mode.
CFG: configuration jumper, when use RS232 for configuration, connect it to configuration mode ,and
leave it free to go work mode.
Notice: CFG is needed only When config via RS232, when config via RJ45, it is no use.
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2.6 USR-TCP232-24

USR - TCP232-24 models for RS232 or RS485 level, 2 kv RJ45 interface of electromagnetic isolation,
5.5 * 2.1 standard power supply serial server.

2.6.1 Technical Specifications

Major characteristic Parameter
Power Supply DC5V@1A power adapter
: RS232
Serial port level
RS485

Network interface

RJ45 ports with 2KV electromagnetic isolation

Physical Size:

PCB size: 80*50mm(L*W)
Product size: 89.2x50x23mm (L*W*H)

Temperature and
humidity range

Operating temperature: -25t0 75 ° C
Storage temperature: -40t0 80 ° C
Storage humidity: 5% to 95% RH

Warranty period

2 years

Jinan USR IOT Technology Limited
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2.6.2 Hardware Description

2.6.21 LED status

There are two leds in RJ45 connector, one is green, and the other is yellow. And 1 power led.

LED Name Description
green Power Light When Power on
green Link state Light when 100Mbps network linked
yellow | Data transfer Blink when there is data in or out

2.6.22 Interface Description

Power interface
DC5V power supply, you can make 5.5 * 2.1 standard power supply, power input with TVS protection
products.

RS232 interface
RS232 use 9 pin female (hole), only 3 pins in use, others are NC, the detail is below.

GND
RXD
TXD

O o 6 0 o O

9876
ID Mark Description
2 TXD RS232 Send of module
3 RXD RS232 Receive of module
5 GND Ground

We can offer two kinds of serial lines, if needed, please choose to buy:

1. Male to Female direct serial cable: connect serial server and the computer directly to debugging and
Testing.

2. Male to Male and Cross Pin2 and Pin3 serial cable: used to connect RS232 serial port server and
general user equipment.

Note: You can DB9-9 feet supply. The PCB pads jumper need it with the power input a positive
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connection for the serial sensor supply via the serial line or external power to the device is not turned on by
default.

RS485 interface
RS485 has two lines A(data+) and B(data-), 120 Ohms Termination Resistance on board.

Notice: this module user Jumpers to change work for RS232 or RS485, by default it work at RS232
mode.

RJ45 internet interface

Auto detected 10M/100M RJ45 interface, support AUTO MDI/MDIX, that is to say you can use crossover
cable or a straight cable to connect it to PC for test.

Pin Name Description

1 TX+ Transceiver Data+
2 TX- Transceiver Data-
3 RX+ Receive Data+

4 n/c Not connected

5 n/c Not connected

6 RX- Receive Data-

7 n/c Not connected

8 n/c Not connected
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2.6.23 Jumper usage Mechanical Dimensions

14, =20
5232 spare po CFGIU.PD . D=3M1
configuration pin T *
(O]
! RXD GND,T«Rﬁ UPD GH F& e
@ (mee] (P
@ - & !

RS232 - L — Q-’fwer Supply

5y m. /
i [—® Power Suppl
= w
_. =
@
15 [ _J_:. USR-TCP232-24 U3,(Q opesv-—C—
— S : ;
Q:themet
Hl @ . 0 [
.. /
@‘E R5232 ..
L - $485 spare port ®
i @
I ﬁ .. .P.H-S
b )
y o
t ":—14.5—>|
. 80 -
< B8 A

There are three jumpers and one Welding hole:
UPD: Update jumper, connect it and then power on the module to make module into update mode.
CFG: configuration jumper, when use RS232 for configuration, connect it to configuration mode ,and
leave it free to go work mode.
Notice: CFG is needed only When config via RS232, when config via RJ45, it is no use.
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2.7 USR-TCP232-300

USR-TCP232-300 model products for RS232 or RS485 level, 2 kv RJ45 interface of electromagnetic
isolation, 5.5 * 2.1 standard power supply with a shell of a serial port server.

USR-TCP232-300 by USR-TCP232-24 shell, its specification please see USR-TCP232-24.
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2.8 USR-TCP232-442

USR-TCP232-442 model products for RS485 or RS422 level, 2 kv RJ45 interface of electromagnetic isolation,
5.5 * 2.1 standard power supply or power supply terminal of a serial port server with shell.

2.8.1 Technical Specifications

Major characteristic Parameter
Power Supply DC5-18Vpower adapter
Serial port level RS485
P RS422
Network interface RJ45 ports with 2KV electromagnetic isolation

PCB size: 80*50mm(L*W)

Product size: 95*85*25mm (L*W*H)
Operating temperature: -25t0 75 ° C
Storage temperature: -40t0 80 ° C
Storage humidity: 5% to 95% RH

Warranty period 2 years

Physical Size:

Temperature and
humidity range
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2.8.2 Hardware Description

2.8.21 LED status

There are two leds in RJ45 connector, one is green, and the other is yellow. And 1 power led.

LED Name Description
red Power Light When Power on
green Link state Light when 100Mbps network linked
yellow | Data transfer Blink when there is data in or out

2.8.22 Interface Description

Power interface

DC5V power supply, you can make 5.5 * 2.1 standard power supply and 3.81mm pitch terminal blocks,
power input with TVS protection products.
RS485 interface

RS485 has two lines A(data+) and B(data-),the signal terminal 0.5A PTC Resettable Fuse, to prevent
accidental high current burn out the motherboard; Professional TVS lightning protection circuit design;
Internal 120R terminal matching resistor (the default is not used, the available short cap configured to use);
Can allow up to 32 transceiver node connected to the bus.

RS422 interface
RS422 lead wires are respectively A (RX +), B (RX-), Y (TX +), Z (TX) G (GND). Signal end has

characteristics of superheated tube, can prevent the output short circuit; Can allow up to 256 transceiver
node connected to the bus.

Notice: RS485 and RS422 cannot be used at the same time, by default it work at RS485 mode
RJ45 internet

Auto detected 10M/100M RJ45 interface, support AUTO MDI/MDIX, that is to say you can use crossover
cable or a straight cable to connect it to PC for test.

Pin Name Description

1 TX+ Transceiver Data+
2 TX- Transceiver Data-
3 RX+ Receive Data+

4 n/c Not connected

5 n/c Not connected

6 RX- Receive Data-

7 n/c Not connected

8 n/c Not connected
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2.8.23 Terminal functional specifications

RS422 RS485 LC5-18V
Y Z AB G ABC = b

2.8.24 Jumper usage Mechanical Dimensions

w

@ |<—14.44£- -
—Fr*;

RS422 spare port
< NI O O ot

® 3
ks
= o Power Supply
il -
ok USR-TCP232-442 B
o )
Lo ] (_l'n
D
LaE T
@
Oz
- [ ol
ﬁ,— BND RXD TXD
<—14. 53—l Fixing hole ™
80
83

There are three jumpers and one Welding hole:
1. UPD: Update jumper, connect it and then power on the module to make module into update mode.
CFG: configuration jumper, when use RS232 for configuration, connect it to configuration mode ,and
leave it free to go work mode.
Notice: CFG is needed only When config via RS232, when config via RJ45, it is no use.

2. RS485 terminal resistance, the product is not added to the default state, if you want to use, please
use short circuit mo short answer the corresponding pin.
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3. Work Mode

3.1 Block diagram

A -l ) .
User |/ Serial to Ethernet

device / Converter

Take USR-TCP232-T for example, show demo application of module USR-TCP232-T

3.2 TCP Client Mode

In TCP client mode, after power on module according to their own Settings active TCP server to connect
to the server, and then establish a long connection, data transparent transmission after this mode, the TCP
server IP module would need to be visible and the visible means directly by module's IP can PING the server
IP, server side can be fixed IP, the Internet can also be internal network IP and module in the same local area
network.

1. Module try to connect to server 1. Server listen a TCP port

2. Data transfer through the connection

Module work at TCP Client mode

MCU

51,AVR,PIC,ARM

3.3 UDP mode

In UDP mode, after the module is powered on listening on port Settings, not take the initiative to
establish a connection, when data from by forwarding to the serial port, when a serial port receives the data
sent over the network to the IP and port module Settings.
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1. Module listen a UDP port 1.PC listen a UDP port
> —_—

2. Data transfer With out connection, only data packet

MCU

51,AVR,PIC,ARM

~ Module work at UDP mode

3.4 UDP server Mode

UDP server refers to the normal UDP are not validated on the basis of the source IP address, destination
IP instead of the UDP packets are received data source IP, similar to TCP server functionality.

In this mode, the module by default record a destination IP, when a serial port data, to record the IP to
send data, at the same time, the module at the server status, to accept the network packets sent to module,
and adjust the target IP IP for the data source, suitable for multiple IP working mode for the module.

Use computer end program and UDP mode is exactly the same, no need to change.

1. Module listen a UDP port 1.PC listen a UDP port
-—— — o

2. Data transfer from Module to PC-A

>

i ‘ <-Ethernet \
51,AVR,PIC,ARM = L S
A

5=
o &
t+

> 2| ®
e 5E | g
2 %o g
(=9 o =}
o < <
S8 8

& 2)75(3) "
e o+ & .
s o ® o
k=T =}

g 3= =]
@ =

=] S
Q a
=3 5]
El —
5 A
Il

o

s

P

=

PC-B

Note:UDP mode, UDP server mode with a single maximum length of 1472 bytes should be controlled at
or below, if greater than this length, the module will automatically restart, the proposed subcontractor sent.
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3.5 TCP server Mode

In TCP Server mode, module and gateway trying to communication first, and then monitor set up local
port, there is connection request response and create a connection, can exist at the same time up to 4 links, a
serial port after receipt of the data will be sent to all at the same time of establishing links with network module
device.

USR-TCP232-SETUP software, set the Index function can be achieved when to establish a
multi-channel connection, the module can identify communications equipment, and with the specified device
to communicate.

1. module listen TCP port l. PC connect te the port
- = @—9 ﬁ=§a
2. data trensfer from MO to PC
i} -

MCU

51,AVRPICARM | 25739

= thernet

It cen accept 4 links at
the same time.
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3.6 Special functions

3.61 RS485

USR-TCP232-S, USR-TCP232-T, USR-TCP232-D products "RTS" Alternate Pin USR-TCP232-200
product "EN" alternate pin for RS485, external enable control pin.

Specail functions

Set the software interface: v BE5455 [ RS422 [ BRezet

[ Link [ Index [ rfcZ2lT

3.62 Link

The Link pins for the module to establish a communication connection status indicates pin, establish the
communication Link pin will output low level, no connection is established, output high level.

USR-TCP232-S "CTS" Alternate Pin USR-TCP232-T products, USR-TCP232-200 product "Link"
alternate pin, external Link instructions.

Specail functions

[ ES435 | ES42Z2 | EKeset
Set the software interface:

W Link [ Index [ rfc221T

3.63 Reset

When the module as a TCP Client-side, the module will take the initiative to connect TCP SERVER.
When the Reset function, the module tries to connect to TCP Server-side 30 times, still unable to establish a
connection, the module will automatically restart.

Specall functions

Set the software interface;. ' T b T T mERRs

[ Link | Index | rfc2ZIT

3.64 ID

Module as TCP Client-side ID function for TCP Server-side distinguish between data sources, to achieve
the establishment of the connection or data communication process device ID will also be sent, the module ID
number is set to decimal, range 0 - 65535, requires the receiving end HEX format.

1.Select "Connect" to establish a communication connection, TCP Server-side will receive the

Jinan USR 10T Technology Limited Page 34 of 54 tec@usr.cn


mailto:tec@usr.cn

O° £ AR
X

Usr.cn Serial to Ethernet module USR-TCP232-T24 series http://en.usr.cn

corresponding TCP Client-side ID (ID Description: The first four shows for the ID number, the last four digits
of the display ID negated to authentication).

The following picture shows the module do TCP CLINENT establish a communication connection ID
feature is enabled, the setup interface module ID number 12:

i O5E-TCP232—Setup¥4. 2. 1

File(F) Search(3) I (L) About (A)

Wonseaver For tips; olick question mark for nates Check lpdate Expand functions

Parameters (7) 1 ~Base CMD(?) Reset -
module work  fICF Client / =] B Loat deautt ‘ b | Hesst all moduels‘ 23:59:59
module TP: 192, 168. 0.7 | @
. Setup Via COM(7) | ~Version
Sinatinzzh: |255 2b5. 255, 0 | @) 7] Read version from Verd. 12
Use com port for setup: Com
Defanlt Gatewsy: [192.168. 0.1 | @ —
Beud Rete (bp=):  [115200 | | | Read vie cON | Setup wia CON |
_ ) e — raw 2D
Parityfdatafstop: HONE = g v 1 w| (7 Setup ¥ia LAH(7)
= : Z | Specail functions
Modsle port: [20108 | @ Search in LAN| Setup wia HET:
™ BS485 [~ BS422 [ Reset
Destination IF: |192 168. 0. 201 | ] d.rs
Dastination Port: [8234 | & [ Link | Index [ rfc2217

NAC
00-50-FT-43-41-5E

lozs

The setting string (not include packet start and
check sum) is: C9 00 A5 OO 24 20 OT 00 A3 CO &C
4E 01 00 AS CO 01 00 CZ 01 03 00 OC Ol 00 FF FF FF

Double click for read config

futoe Read config when
5 found module.

The figure below shows establish a communication connection ID function, the device through the serial
communication interface to the TCP Server-side:

&) USR-TCP232-Test
File(F) Options(D)

E5232 to Ethernet Convert tester
Help (H)

COMSettings COM port data receive Metwork data receive MetSettings
Porthium |COM1 =] @192. 168.0.7 : 20108] : {1)_Piotaca
|on_oc 7R R -
BaugR 115200 44 £9 BE 61 BE 20 55 53 52 20 54 65 63 68 o
DPaty |MONE GE BF BC BF 67 79 20 43 BF 2E 2C 20 4C T4 2) LocalhastIP
64 ZE 92.168 2
Datag  |8bit i 44 69 BE B1 BE 20 55 53'52 20 54 65 63 68

GE 6F BC BF BT T9 20 4
B4 ZE
44 B9 BE B1 BE 20 55
BE BF BC BF BT T9 20 4
54 ZE

a

(3] Local host port
BF 2E 2C 20 4C T4

© Disconnect

Stoph 1 bit -

© Close

o

52 20 54 BS B3 63
BF 2E 2C 20 4C T4

[

Recw Options

[~ Receiwe to file...
v hdd line retwn
|V Receive hz HEX

| Receive Fause

Sawve. . Clear

Send Options

[ Data from file ...
[ Auto Checksum

[~ Auto Clear Input
[” Send As Hex

[~ Send Recycle

Peers: |{9216607:20108 «|)

Recw Options
[~ Receiwe to file...
W Add line return

W Receive Az HEX

[~ Receiwve Pause

Save. . .

Clear

Send Options

[ Auto Checksum
[~ Auto Clear Input
7 Send As Hex

7 Send Recycle

Interval 11 I ms

Load. .. Clear

[# Ready!

Tinan USE Technology Co., Ltd

Send: 90 Recy: 0

Send

Feset [& EReady!

http:ffen. usr. on

Send

Send: 0

Interval |10 ms

Load. .. Clear

Reset

Recy: 94
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2.Select data during each data transfer, TCP Server-side will receive the corresponding TCP Client-side
ID (ID Description: ID before data transmitted only display four-digit ID number).

The following picture shows the module do the TCP CLINENT ID feature is enabled, data transmission
module ID number 12 setting interface:

™ USR-ICP232-Setup¥4. 2. 1
I L)

File(Fl Search(3) About (4]

Monseover for tips; click question mark for notes.

T —

Checls Update Expand functions

Farameters (7] Baze CMI(?) Reszet -

module work Loat default ‘ Save config | Eezet all moduels 23:53:59
module TP [192. 163. 0.7 | &
) Setup ¥ia COM (7] 1~ Yerzion
SRS |255 255. 255. 0 | 7 (2] Read version from Verd. 12
Use com port for setup: oM
Default Gateway: [192,168.0.1 | @
Baud Rate(bps): |115200 | 21 Fead wia COM | Setup wia COM | ID(7) §
: : [~ Connect @ @
L vt et |NUNE ﬂ | g8 ﬂ | ! ﬂ 7l Setup Via LAN(?)
: Specail functions 1
Module port: |20108 | (7] e LRN|
o [~ ES485 [ RS422 [ Reset
Dlestination IF: |192. 168, 0. 201 | (71
Destination Fort: |8234 | (7] [ Link [ Index [ r£a2217

MAC
O0-50-F7-43-40-5E

logs

The setting string (not include packet start and
check =sum) iz: C9 00 43 CO 24 20 OT 00 A5 CO &8C
4E 01 00 A5 CO O1 00 CZ2 01 03 00 OC 02 00 FF FF FF

Touble click for read config.

W futo Read config when
found module.

The figure below shows the data communication ID function, the device through the serial port to TCP
Server-side communication interface:

& USR-TCP232-Test
File(F) Options (@) Help(H)

E5232 to Ethernet Convert tester

EEX

COMSettings COM port data receive Metwork data receive MetSettings
Porttum [COMT =] [Receive from 192.168.0.7 : 20108] (1) Pistocal
T 0 OC4A B9 BE 61 BE 20 55 53 52 20 54 65 -
=
Baudh 63 6% GE BF 6C BF 6T T9 20 43 6F ZE 2C 20 e
DPsiy |NOME  ~ 4C T4 64 2E S LRl
7 00 0- 44 63 BE 61 BE 20 55 53 52 20 54 65 3 11
it hd
DataB 63 6% BE BF BC BF BT T9 20 43 6F 2E 2C 20 (3) Looalhost port
Stops | 1B = 4C T4 B4 ZE S

@A B3 6E 61 BE 20 55 53 52 20 54 65
© Close B3 B3 BE BF BC 6F 67 79 20 43 6F 2E 2C 20
ol 4C T4 B4 ZE

Recw Options

[ Receive to file...

v #dd line return

[V Receiwe hs HEX

© Discommect

Fecv Options
[~ Receive to file...
¥ hdd line return
v Receive As HEX

|” Receive Fause Keceive Pause

Save. .. Clear Save. .. Clear

Send Options
[~ Data from file ...
™ huto Checksum

Send Options
[ Data from file ...
™ Auto Checksum

[~ Auto Clear Input
[7 Send hs Hex
[~ Send Recyele

Interval i'IUU ms

Load. .. Clear

[& Ready!

Tinan USE Technology Co., Ltd

Send: 90

Recw: 0

Send

Resat [& Ready!

Peers: |192168.0.7:20108 ~

http: /fen usr. cn

Send

Send: 0

[~ Auto Clear Input
[~ Send As Hex
[ Send Recycle

Interval |[100 ms

Load. . . Clear

Reset

Recy: 96
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Module as TCP SERVER end up at the same time to establish four connections, server-side at the same
time send data to four CLIENT and SERVER the receiving Client-side data can not distinguish between
sources of data, the Index function can send and receive data source selection.

Index function is enabled, communication data is displayed corresponding Client side device number,
specific parameters are described below:

1.When receive data from ethernet, module will send data to serial port with head 49 N ,followed by data.

49 represent incoming data, N represent client index.

2.When user MCU want send data to module serial port, start with head 4F N data... 4F represent send
out, N represent which client.

3.When new TCP connection incoming, module will send 43 N M to serial port, indicating that there is
current link N accessed, total link number M.
4.When link number have exceed maximum, new link requirement will lead to message 46 46.

5.When disconnect, module will send 44 N M, represent current link N is delete, left link M.
Note: The above values set are HEX format

Specail functions

Set the software interface: [~ R3485 [ E5422 [ Reset

Data transmission as shown below:

A R5232 . “onve . AEE
Metwork data receive MetSettings COMSetings COM port data receive Network data receive: NetGettings
1 (1) Protocol Portum ]EDW j 433 01 02 4h B9 BE B1 BE 20 55 53 52 20 54 65 B3 68 (13 Protocol
D HIE T8 T4 T4 70 3A 2F 2F 65 GE 2E 75 73 | [6E 6F 6C 6F 57 79 20 43 6F 2E 2C 20 4C T4
BaudR Tz ZE 63 BE 64 ZE =
(2) SewerlP DPsiy |NONE =] 44310188 74 74 70 3A 2F 2F 65 6E 2B 7573 | |+A BO 6F 61 SE 20 55 53 52 20 54 65 B3 68 Eh el
- T2 ZE 63 BE 6E 6F 6 BF 57 79 20 43 6F 2E 2C 20 4C T4
it 15
(2) Sone P = e LR L (2 savnpon
StopB it z
i a0 o>
44 00 00 S
@ Disconnect @ Close e @) Disconnect
501 02
o Tocv Optizns e 2 o
[~ Receive to file... I Receive to fils [~ Receive to fila
[# Add line return W Add Line retwrn ¥ Add line retwn
[ Receive As HEX ¥ Beceive As HEX ¥ Receive s HEX
[~ Receive Pauzs [ Receive Fause [~ Receive Panse
Save Clear Save... [lear Save... Clesr
Send Options Send Dptions
I Data from file I Data from fils
™ Auto Checlksun I~ Auto Checksum
[~ huto Clear Input [~ Auto Clear Input [~ Auto Clear Imput
[ Send is Mex ¥ Send As Hex I Send As Hex
LWBU{“S [~ Send Reeyele [~ Send Recycle Lﬂ“‘l““r Send Recyele
http:/fen usr. en Interval [100 ms Intervsl [100 ms ‘A 53 BE 61 BE 20 55~ hetp:ffen usy. en Interval [100 ws
Send Sl = Load e 7 20 54 B5 B3 B8 BE 6F — Send Send Lead Cloer
b e e = 5C BF 67 79 20 43 BF 2E 20 ¥ =
| 1# Reatyl Send: 32 Recv: 0 Reset I Ready! Send: 154 Recy: 63 Reset | [& Ready! Send: 16 Recy: 159 Reset

3.66 RFC2217

RFC2217 is an agreement for setup com port settings via Ethernet by socket, Our product support an
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agreement like that, but not standard RFC2217, it is more sample and easy than RFC2217.

1.When module receive setup command, if is a valid command(right packet head and right checksum),

the module will change self setting and answer nothing, else the data bits would be sent out at com port.
2.TCP Client, TCP Server, UDP Client, UDP Server, UDP broadcast support this function.
3.All changes will work at once, but not save to module, when power off will lose the settings.

USR-TCP232-Setup V4.2.1 and later version support this function. Like follow picture.

™ TSR-TCP232-Setup¥4. 2. 1

File(F) Search(3) SI3C(L) About (4)

Mouseower for tips; click gquestion mark for notes.

Parameters (7] Baze CMD(?)

Check Update

Rezet

Rezet all moduels

Verzion

Read version from
COM

[ Comnect [ data

Specail functions

1. 0w philesophy: simple and reliable and
reasonable price

2. You can use COM port or Ethernet to config the
dewice, but wyou just need choose one

3. When use COM port you must commect CFG to GHI,
while use Ethernet you shoule not conmect

Any question, Email to tecBusr. cn

found module.

Double click for read config.
v dnto Bead config when

MAL

Expand functions

£3:59:59

lo—

W Es485 [ RS42% [ Reset

 Link T ik izt )

module work |TCP Server j ) Loat defanlt | Save config |
module TP [192.168. 0.7 | @
Setup Via COM (7)
Subnet mask:  [75E, 755, 955, 0 | @ )
Use com port for setup:
Default Gatewsy: [192, 168. 0. 201 | @
Baud Rate (bps): |115200 | =) Read wia COM | Setup wia COM | ID (%)
Parity/dat top:
s e TS| IERET | G S
Module pert: |20108 | @) Search in LAN| Setup wia HET |
Destination TP | | @ Wadule 16, WAL hadrass. |
Dlestination Port: | | 7]
logs
Help:

The command length is 8 bits, detail as follow table. The demo bytes are in hex mode:

Packet . .
Name Band rate UART bits setting Check sum
header
Bytes 3 3 1 1
Parity/data/st
L Band rate in hex ?r| yiaatarsiop Check sum of
Description Three bytes ) i settings, see follow
mode, High byte first. last 4 bytes
table.
For example 55 AA 55 01 C2 00 83 83
(115200,N,8,1)
F [
or example 55 AA 55 00 25 80 83 83
(9600,N,8,1)
Jinan USR 10T Technology Limited Page 38 of 54 tec@usr.cn



mailto:tec@usr.cn

O° 5 A5
IKUS .ch

Serial to Ethernet module USR-TCP232-T24 series

http://en.usr.cn

Appendix: UART bits setting detail

Bit Description Value Description
1.0 Data bits 00 5 bits
01 6 bits
10 7 bits
11 8 bits
2 Stop bits 0 1 bits
1 2 bits
3 Parity enable 0 Not enable Parity
1 Enable Parity
5:4 Parity type 00 OoDD
01 EVEN
10 Mark
11 Clear
8:6 Not used 000 Please fill 0

Test bits

55AA5501C2008346 For 115200 N,8,1
55AA550025808328 For 9600 N,8,1
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4. Configure

Module's working mode can be set as needed, we try my best to let the user work become simple, all did

not open advanced parameters, if you have special requirements, please contact us.

You can set the work mode, the module IP and port, subnet mask, gateway, serial port baud rate, module
port, destination IP and port,can be set through the serial port or network port are two ways to setup software

(USR-TCP232-Setup).

4.1 Configure command format

Configure mode UART interface: 9600bps,n,8,1

part bytes description example hex
prefix 2 0x55 OxAA 0x55 OxAA 0x55 OxAA
L destination IP 192.168.0.2 | OxC9 0x00 0xA8 0xCO
destination IP 4
01
destination 5 Destination port 8234 0x2A 0x20
port
Host IP 4 The IP module hold 192.168.0.7 | 0x07 0x00 0xA8 0xCO
Host port TCP/UDP source port 20108 0x8C 0x4E
Gateway IP 192.168.0.2 | OxC9 0x00 0xA8 0xCO
Gateway 4
01
0x01: TCP Client TCP mode 0x01
Work mode 1 0x00: UDP
0x02: UDP Server
baud rate 3 UART baud rate 115200 0x00 0xC2 0x01
Reserved 1 Reserved 00 0x00
Sum(destination IP, | 0xB9 0xB9
destination port, host IP,
checksum 1 host port, gateway, work
mode, baud rate,
reserved)
Full example: 00 A8 C0O 2A 20 07 00 A8 C0O 8C 4E C9 00 A8 C0 01 00 C2 01 00 B9

Once in configure mode, the UART parameter change to 9600bps,n,8,1, and a ‘U’ ascii character is
send out to ensure the control MCU that in the configure mode. If the 24byte command has effect, a ‘K’ ascii
character is send back to control MCU. If configure command format error, an ‘E’ character will be send back
to control MCU. If the error is the checksum not match , the 1byte right checksum will be send back to control

MCU also.
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4.2 Configure through RS232

In normal working condition, pulled down the CFG pin to enter the serial configuration state, through the
network configuration to be airborne CFG pin module set through the serial port to receive instruction and to
change the operating parameters.USR-TCP232-Setup software to be modified, as follows:

1.In"use com port for setup™fill in the correct COM number;

2.Click “read via com”,the left side will display the current configuration parameters, can modify the
parameters of the desired Settings;

3. Click “setup via com”,to complete the module configuration;
4. After Setting, left CFG free or connect to VCC, module begin work.

4.3 Configure through RJ45

Under normal operating conditions, the module received through the network setting instruction, and
change the operating parameters.USR-TCP232-Setup software to be modified, as follows:
1.Click’search in LAN”"the left side will display the current configuration parameters, can modify the
parameters of the desired Settings;
2.Click”setup in net”,to complete the module configuration.
Since 2011-08-02, the new version modules support Setup via RJ45.

i) OSE-ICF232-5etup¥4. 2. 1
File(F) Search(3) DI (L) About (A)

Mouseower for tips; click question mark for notes. Check Update
Parameters (7) Baze CMDC?)
module work |TCP Server ﬂ 7 Loat default | Sawe config |
module TF: [192.168.0.7 | &
Setup ¥ia COM (7]
Subnet mask: 355 35E, 355, () | @ 5 @
Use com port for setup:
Default Gatewsy: [192. 168. 0. 201 | @
Baud Rate (bps): |115200 | () Eead wia COM | Setup wia COM |

Parity/datalston: fuomr v [& v| [1 =] @ Setup Via LK (7)
Search in Ll\N| Setup wia NET |

Module port: |20103 | ()
Destination IF: | | () Module IF : MAC Address
Destination Port: | | ()
logs
usrHelp:

1. Our philosophy: simple and reliable and
reasonable price

2. You can use COM port or Ethernet to config the
dewice, but you just need choose one

3. When use COM port wyou must connect CFG to GHI,
while use Ethernet you shoule not conmect

Any gquestion, Email to teclusr. cn

Double click for read config

v huto Eead confiz when
found module.
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4.4 USR-TCP232-SETUP

USR - TCP232 - the Setup software can be extended in functions to specific function module Settings, as
shown in the figure below.

fa? USE-TCP232-Setup¥d. 2. 1

File (] Search@) BILQ) About (4

Mouseover for tips: elick question mark for netes Check lpdate
Paransters (7) | Base CHDET) : :
module work  |TCF Server " Loat defanlt I Save confiz | Reset a1l moduels] 23:59:59

module IP:  [197. 168, 0.7 71
] R_EQH version from Ver
oM

Subretfusskl Eb. 2B5. 2BE. 0 )
Default Gatewsy: 92,168, 0. 201 @)
Baud Rate (bps): 15200 =) BRead via COM ‘ Setup viz COM |
Parity/datafstop:  [yoyg = ’3_L| ll_Ll o) T [~ Cormect [ data

Search in LAN‘ Setup via N'ET|

Setup Via COM (7)

Use com port for setup:

Fl

Module port: [2010% (7
[V ES485 [~ R542Z [ Reset
Destination IE: 12, 168, 0. 201 o Wodule IP : MAC Address
L
logs
usrHelp:

1. Our philosephy: simple and relisble and
reasenabls price

You can use COM port or Ethermet to config the
dewice, but you just nesd choose ome
3. When use CON port you must commect CFG to GND,
while use Ethernst you shoule not cormect

Ay question, Email to tecBusr.cn

Double click for read config.

R e e
M found module.

5. Test Methods

5.1 General Test

Default setup is as below picture.

TSR-TCP232—Setup¥4.
File(f) Search(3) I L) About(a)

Beud Rate (bps): 15200 o] Read wia COM | Setup wia COM ‘

Wouseover for tips: elick question mark for motes. Check Update
Parameters (7) Baze CMD(7)
module work  [TCP Server -] ® Loat default ‘ Save config ‘
module IF: (192, 168.0.T @1
Setup ¥ia COM (7)
Subnet mask: 365, 955, 265, 0 @) o)
Default Gateway: |19Z. 168, 0. 201 ]

Parity/datafster: [yoyr | [ 8 « 1] @) gt vie L@

Search in LAN| Setup wia HET ‘

Module port: |20108 )
Destination IP: @) Module IF : MAC Address

Logs
Help:

1. Our philesephy: simple and reliable and
reasonable price

2. You can use CON pert or Ethernet to config the
device, but yeu just need chosse ome

3, When use COM port yeu nust comnect CFG to GHI,
while use Ethernet you shoule mot sommect

hny question, Email to teclusr. cn

Double click for read config

kuto Read config when
M found module
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Test:

1. material: pc with rs232( or use USB to rs232 cable), 3.3V or 5V power, rs232 cable, Network Cable,
COM debug software, TCPIP debug software(in CD, also can be download).

2. Connection: connect module rs232 to pc rs232, RJ45 to pc RJ45 or the same router (same subnet).

Notice: USE TTL to USB convert or TTL to RS232 convert

3. Power on the module 3.3V on VCC or 5V on VDD.

3. Setup PC IP to 192.168.0.201.

4. PING 192.168.0.7 (it is optional action)

ATINDOYS\system3Ziping exe

Pinging 192.168.8.7 with 32 hytes of data:

from 172.168.8.7: hytes=32 time<{imz TTL=128
from 172.168.8.7: hytes=32 time<{imz TTL=128
from 172.168.8.7: hytes=32 time<{imz TTL=128
from 172.168.8.7: hytes=32 time<{imz TTL=128
from 172.168.8.7: hytes=32 time<{imz TTL=128
from 172.168.8.7: hytes=32 time<{imz TTL=128
from 172.168.8.7: hytes=32 time<{imz TTL=128
from 172.168.8.7: hytes=32 time<{imz TTL=128
from 172.168.8.7: hytes=32 time<{imz TTL=128
from 172.168.8.7: hytes=32 time<{imz TTL=128
from 172.168.8.7: hytes=32 time<{imz TTL=128
from 172.168.8.7: hytes=32 time<{imz TTL=128
from 172.168.8.7: hytes=32 time<{imz TTL=128
from 172.168.8.7: hytes=32 time<{imz TTL=128
from 172.168.8.7: hytes=32 time<{imz TTL=128
from 172.168.8.7: hytes=32 time<{imz TTL=128
from 172.168.8.7: bhytes=32 time<{imz TTL=128

- h
|
- =

i ' UZR-TCP232-Test. axe
H r

4. open the
follow picture.

software in CD, TCP server, listen port 8234, TCP server as
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@ USR-TCP232-Test RS232 to Ethernet Convert tester [_ (O] x|
File (F) Options (@) Help(H)
—COMS etting: —COM port data receive—— | Metwork datareceive——— [ NetSetting

Parthum IEDM"1 =l | (1) Protocal

BaudR |1152DD I ITCF'Server vI

(2) Lacal host IP
DPaiy |NONE =]
_ 192.168. 0 .20
Datal ISb't ]'
(31 Local host port
StopB |1 bt 'I |8234

@ Open () Listeningl

—Recy Options

—Recwy Options

[~ Receive to fila... |~ Receive to file. ..
¥ hdd line retwn [~ Add line return
|~ Receive hs HEX ¥ Receive hs HEY

[~ Receiwve Pause [~ Receive Pause

Sawe, .. Clear Save. .. Clear

—Send Options —Send Options

[~ Data from file ... [~ Data from file ...
[~ Auto Checksum [~ Auto Checlksum
[~ Aute Clear Input [~ Auta Clear Input
[~ Send As Hex I~ Send As Hex
[~ Send Recycle [~ Send Recycle
Intervel Wms Tinan USE ‘I [ http:/fen. usr. en el WM
Load. .. Clear Technology Co., Send Send Load. .. Clear
Ltd. LI
[& Ready! | Send: 0 | Recy: 0 Reset I [ & Ready! [ Send: 0 | Recy: 0 Reset |

Click Listening, Open COM port.

The module will connect to the server and show the module IP and port.

(D USR-TCF232-Test R5232 to Ethernet Convert tester ==l B3
File(F) Options(0) | Help(H)
—COkMSetting —COM port data receive———— | Metwork datareceive 1 [~ MetSetting
Portumn ICDM4 j (1) Protacal
Baudm 115200 ¢ I TCP Server 'l

(2) Local host IF
DPaity [MOME >

|192.1BB. 0 .z201
2 kit <

(3) Local host port
StopE |1 bit hd G234

@ Close @ Disconnectl

—Recw Options

DataB

]

;

—Recw Options

[~ Receive to file. .. I~ Receive to file. ..
[¥ 4dd line return I~ Ad4d line retwrn
[~ Receive s HEX |¥ Receive As HEX

|~ Receive Pause I” Beceive Pause
Save... Clear Save. .. Clear

rSend Options Send Options

[~ Data from file ... |” Data from file ...
[~ huto Checksum I~ Auto Checksum

[~ Auto Clear Input |~ Auto Clear Input
[~ Send As Hex I~ Send As Hex

[~ Send Recyele Pf?rs: |192.158.D.?:2D108 v! 3 [~ Send Reeyele

Interwval I‘IDD ms m http ffen uer. en Interwval I‘IEIEID ms

Load. . . Clear Technology Co., Send Send Load. .. Clear
Ltd. LI

[& Ready! [ Send: 0 | Recy: 0 Reset I [& FReady! [ Send: 0 | Recy: 0 Feset |
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5. Now you can transfer data from PC RS232 to Ethernet.

You can use other TCP UDP test software and COM port test software as you like.

@ USR-TCP232-Test RS232 to Ethermet Convert tester

File(F) Optionsi0) Help(H)

—COMSetting —COM port data receive —Metwark data receive
Portum ICDh‘M j http:/fen usr. enhttp: /fen usr. enhttp: ffen u [Receive from 132, 163.0.7 : 20108] :

1500 - sr. enhttp:/fen usr. enhttp: /fen usr. erhttp:/ |||Tinan USE Technology Co., Ltd Jinan USE

Baudh fen. usr. enhttp:/fen usr. cn Technology Co., Ltd Jinan USR Technolozyw
DFaity |NDNE | Co., Ltd|
DataB I8 bt 'I
StopB I'I hit 'I

L

@ Close

—Recw Options
[~ Receive to file. ..
[~ Add line return
[~ Receiwe As HEX
[~ Receive Pause

Save. . . Clear

rSend Options
[~ Data from file ...
[~ Auto Checksum
[ #uto Clear Input
[~ Send Az Hex
[~ Send Recyrcle

I [=] B

—MetSetting
(1) Protocal
I TCP Server 'l

(2) Local host IP
192.168. 0 .201

(3] Local host port
8234

@ Di.scc—nnectl

—Recw Options
[~ Receive to file. ..
[~ Add line return
[~ Receiwve As HEX
[~ Receive Pause

Save. .. Clear

Peers: |132.168.0.7:20103 j

Interwal I'I 0J ms

Load. .. Clear

& Ready!

Jinan USE Technelogy Co., Ltd.

[ Send:30 | Reev:112

http:/fen usr. cn

rSend Options
[~ Data from file ...
[~ Auto Checksum
[ #uto Clear Input
[~ Send Az Hex
[~ Send Recyrele

Interwval I'IUEIU ms

Send Send Load. .. Clear
Fieset | [& Ready! | Send:112 Recy : 30 Fieset |
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5.2 Virtual COM

Single-port TCP/IP - serial bridge (RFC 2217)

) TSE-TCP232—Setup¥4. 2. 1
File(F) Search(3) ®3F (L] About (&)

Mouseower for tips; click guestion mark for notes. Check lUpdate
Parameters (7) Base CMD(?)
module work |TCP Server ﬂ 2 Loat defanlt | Save config |
module TP: [L92.168. 0.7 @

Setup Via COM (7]

|
Sub: :
ubnet mask |255 265, 255. 0 | @ Use com port for setup: @
Default Gatewsy:  [192. 168. 0. 201 | o
|

Baud Rate (bps): |]_]_5200 e

Read wia COW | Setup wia COM |

el i sitan: |HDN-E ﬂ | 8 d | 1 ﬂ 7 Setup Via LAN(7)

Search in LAN| Setup wia WET |

Module port: [20108 | @
Destination IF: | | %) Module IF : MAC Address
Destination Port: | | [y

lags
Help:

1. Ouwr philosephy: simple and reliable and
reasonable price

2. You can use COM port or Ethernet to config the
device, but you just need choose one

3. 'When use COM port you must conmect CPG to GHD,
while use Ethermet you shoule not commect

Any question, Email to teclusy. on

Touble elick for read configz

huto Read config when
4 found module.

1. setup the module
2. Install VSPM

COM-Eedirecter. EXE

3. Open VSPM,

L In1l1ps Semlconauciors L]

s COM-Redirector

KT g gj fiiH: DI:“Program Files'Cayee‘\COM-Redirectm
Inno Setup S b ¥irtual Fort Eus Reset Utility I

@ Mozilla Firefox |

Add virtual COM.
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File Hindow Tools Help
Hew Cirl+H

Open Ctr1+0
Close
Save Ctrl+s

4. Setup as the follow pictures, you need to notice COM port, bond rate and work mode of PC, then click
Activate.

s Hew — Serial to TCESIF

— Serial Port — TCR/P Part
Connector
Baud Rate " PC act az TCF Client

. * PCact az TCP Server
Parity

Data Bits LocallP Addre

Stop Bits [192.168.0.20 |
Elows Control I

3234
Buffer Size:

[T Uze UDP inztead af TCRAP

Yirtual COM part

[~ Buffer data if TCPAR port closed

[0 Optiansz...

[~ “wait for imeout befare transmit

Timeout value [mz]: I'I a0

(/;ctivate_\D

|COM Status: 2 @ [TCPAP Status:

5. After Activate click, a Virtual COM port COM2, will be created, COM2 will receive data from TCPIP
socket, and send data to COM2 will convert to TCPIP socket data to remote Equipment.

If create failed, please notice to see error notice and log, when use Virtual COM Port, you should close
other software who use the same TCPIP port.

The success picture as follow:
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uCom—Red [_[3) %]

File Windew Tools Help

iaCONZ - Serial to TCE/IP

- Serial Pot——————————~ TCP/F Part
Connector COmz ¥
Baud Rate T B P act a3 TER Client
Paiiy - = {%| PL act as TICR Server I E) EBRfEn ZE00  FEEIHD
Deefls =0 Locl P s = | @ TS 2E A xR
i 192.168.0.20 v
Stop Bits ||_ » J E|--- GININ
e TP ISU;; o [+ DVD/CD-RoM 3EzhER
Buifer Size: R |x (- IDE ATA/ATAFT 3FHI8E
_ [T Use UDPinstead of TER/P -8 AhTPER
¥ Create Yirtual COM port ‘hf RS 1EzhE
[~ Buffer data if TCP/IP part closed . E|;9' RO (Com FLET)
Vo S EFITTNA Virtual Serial Port (CONZ)

I~ Wit for timenut before transmit
Timeoutvalue[ms]:W i (é’f FCI_COW (COM3)

o RCT_COM (Com4)

o STEDMLRO (LPTL)
- RO oMt

irtual Port COM2 created [TCPAP Status: [1]Connected [§|--\> EThae+

[3---3 THEAL

B R

At this point, you can use your equipment as an ordinary serial port, and operate of local virtual serial
port will converted to operation of the remote module RS232. The figure is show send data between the two
serial port.
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@ USE-TCP232-Test BS5232 to Ethernet Convert teste

il xi =
AT @ vsa-tcrzso-rest iS22 to Bthernet Convert tozver
—COMS etting: —COM part datareceive——— File(F) Optiens (0] Help(H)
Parthum |EDM2 j Tinan USE Technelogy Co., Ltd se [ COMSetting COM port data receive ~Metwork data receive
real com portszend from real com PortMum IEDM4 j Jinan USE Technoloegy Co., Ltd send from |
Baudk I‘I152EID ‘I send from real com port lﬁ Virtual com portsend from ¥irtual com port
DIty INDNE vl send from real com port BaudR 115200 send from ¥irtual com port
- zend from real com port [P ity lm send from ¥Wirtual com port
DrataB IShlt j‘ - zend from Wirtual com port
StopB |‘| hit vl Datalt IBblt jv send from ¥irtual com port

i

@ Close

—Recy Options

¥ Add line return
[ Receive As HEX

[ Receive Pause

[T Receive to file. ..

StapB I‘I bit 'I

@ Close

¥ 444 line return
" Receiwe Az HEX

—Recy Options———

[T Receive to file ..

Tave. .. Clear [~ Receive Pause

Save. . . Clear

Send Optionz=———

[T Data from file ...
[T Auto Checksum

[ #nto Clear Input
[T Send hs Hex

[T Send Recycle

rSend Options——
[T Data from file ...
[T Aute Checksum

[~ #nte Clear Input
[~ Send As Hex

[T Send Recycle

Interval I'IDEID ms

send from ¥Virtual com port

Load. .. Clear et I‘IDIJEI 4k zend from real com port http:#fen usr. cn
& Load. .. Clear Send
& Ready! | Send:188 | Recv:145
[& Ready! | Send: 145 | Recy: 186 Reset I [& Eeady!

Test 100ms recycle send, send and receive 10,0000 bytes, every thing is ok.

send from real com port

| end: 114156 Recy : 128860

] CELLL A JLEa

[¥ Send Recyele

Interwval I'II:II:I ms

Load. ..

Send Optioms———

[ Data from file ...
[T futo Checksum

[ futo Clear Input
[ Send As Hex

[ Send Recycle

Clear

|& Ready! Reset |

Interwal
TEEEY I-“:":I me send from ¥Wirtual com port

Load. .. Clear Send
[& Ready! Send : 128860 | Yecy : 114156 Feset | (& Ready! Send: (0
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6. Apps

6.1 COM<->TCP/UD

MCU

51,AVR,PIC,ARM

6.2 Virtual COM

Install VSPM software.

MCU

51,AVR,PIC,ARM

S, /"Socket software on
( MCU ise-as R8232> ‘\ PC or hand system

P<->server

COM to Ethernet

The COM like installed in the pc.

("MCU use as Rsz3z ) ( VSPM run on PCJ (V3358 RS 23240 1F )

« RS232 » B

<« Ethernet \
Virtual COM mode ?

51,AVR PIC,ARM | +——RS232———»

01d RS232 communication system
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6.3 COM <-> TCP/UDP <-> COM

CETToyp—
MCU

] <RS232-% 51,avR Pic,ARM

MCU

51,AVR,PIC,ARM <RS239» L

Update to RS232
remote Communication

MCU

51,AVR,PIC,ARM | % RS232 > | 51,AVR,PIC,ARM

0ld Communication

6.4 many COM <-> UDP server <-> COM

Module in Server

Module in
Client

o

\MCU] \MCU] \MCU]

When the UDP server COM transfer data to one of the many COM, the last COM that transferred data will be
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choose.
6.5 COM<-> TCP/UDP<->proxy server <->TCP/UDP<->COM
You can use a proxy server to treat the data form one module to other, or just use you MCU to control the

module IP and destination IP Real-time. The method is pull CFG PIN to GND, and send the new configuration
data, then pull CFG pin to VCC to use new settings.

NONW {HDWJ [HDWJ
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6.6 COM <-> TCP/UDP <-> server

Server

Ethernet

h&\\ Routing / Switch

Ethernet Ethernet

mcu| mMcu  [MCU MCU| (MCU| (MCU
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7. Contact us

Jinan USR IOT Technology Limited

Address: 1-523, Huizhan Guoji Cheng, Gaoxin Qu, Jinan, Shandong, China
Tel: 86-531-55507297 86-531-88826739-803

Web: http://en.usr.cn  Skype: lisausr

Email: sales@usr.cn  tec@usr.cn

8. Doc History

Version 1.0 2011-05-26
Version 1.1 2011-08-16 Add TCP Server mode, Add set via RJ45, modify virtual COM
Version 3.0 2013-04-25 T24 product series boil down to this specification
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